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GEZE Door Coordinator IS  
  

Manufacturing plant  

Product Manufacturing plant 

Door coordinator GEZE GmbH 
Reinhold-Vöster-Str.21-29 
71229 Leonberg, Germany 
DO 14.1 
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List of Products 

Type:  Door Coordinator IS for the swing door system GEZE Powerturn F. 

Description:  Door Coordinator IS for double-leaf-doors in combination with swing 
door systems. 

Door closing device active-/inactive leaf: Swing door system "GEZE Powerturn F-IS" or 

 Swing door system "GEZE Powerturn F/R-IS" 

Arm system:  scissor arm, optional with axis extensions of 30/50 mm 

Installation:  Frame fixing, push side according to manufacturer specifications 

Size:  6 - 7 

Classification:  3   8   6-7  1   1  0 

Manufacturing plant:  DO 14.1 

Remarks:  with mounting plate. The carry bars „GEZE CB Flex“ or „Dictator MK90“ 
are always needed, if the mechanical closing sequence of both door leafs  
is not  achieved. 

Type: Door Coordinator IS for the swing door system GEZE Powerturn F. 

Description:  Door Coordinator IS for double-leaf-doors in combination with swing 
door systems. 

Door closing device active-/inactive leaf: Swing door system "GEZE Powerturn F-IS" or 

 Swing door system "GEZE Powerturn F/R-IS" 

Arm system: slide channel arm (assembly), optional with axis extension of 30/50 mm 
and roll pin of 23 mm 

Installation: Frame fixing, push side according to manufacturer specifications  

Size: 4 - 6 

Classification: 3   8   4-6  1   1  0 

Manufacturing plant: DO 14.1 

Remarks: with mounting plate. The carry bars „GEZE CB Flex“ are always needed, if 
the mechanical closing sequence of both door leafs is not  achieved. 

Type: Door Coordinator IS for the swing door system GEZE Powerturn F. 

Description:  Door Coordinator IS for double-leaf-doors in combination with swing 
door systems. 

Door closing device -/inactive leaf: Swing door system "GEZE Powerturn F-IS" or 

 Swing door system "GEZE Powerturn F/R-IS" 

Arm system: slide channel arm (assembly), optional with axis extension of 30/50 mm 
and roll pin of 23 mm 

Installation: Frame fixing, pull according to manufacturer specifications 

Size: 4 - 6 

Classification: 3   8   4-6  1   1  0 

Manufacturing plant: DO 14.1 

Remarks: with mounting plate. The carry bars „GEZE CB Flex“ or „Dictator MK90“ 
are always needed, if the mechanical closing sequence of both door leafs  
is not  achieved. 
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Intended use: 
For single and double leaf fire- and/or smoke protection swingdoors 

  

Essential property 
Sections with requirements in 
EN 1158:1997/A1:2002/AC:2006 

Performance of the product 

Self-closing 5.1.2 Completeness of products 
5.1.3 Correct closing sequence 
 
5.2.1 General 
5.2.2 Overload behaviour in the closing direction 
5.2.3 Manipulation 
5.2.4 Resistance of the waiting position 
5.2.6 Damage 
5.2.8   Suitability for fire / smoke protection doors 

passed 
passed 
 
passed 
passed 
passed 
passed 
passed 
Class 1: passed 

Durability of  
Self-closing 

5.2.5  Durability 
5.2.7 Corrosion resistance 
5.2.7.1  
5.2.7.2  
5.2.7.3 

Class 8 (500.000 cycles): Passed 
 
Class 0: not required 
Class 0: not required 
Class 0: not required 

Dangerous 
substances 

Annex ZA.3 The manufacturer has not declared any dangerous 
substances. 
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List of Products 

Type: Door Coordinator IS for the swing door system GEZE Powerturn F and 
the door closer GEZE TS 4000. 

Description:  Door Coordinator IS for double-leaf-doors in combination with swing 
door systems. 

Door closing device active leaf: Swing door system "GEZE Powerturn F-IS" or 

 Swing door system "GEZE Powerturn F/R-IS" 

Door closer device inactive leaf: door closer "GEZE TS 4000 EN 5-7" (with door closer size range 5 to 7)    
or "GEZE TS 4000" (with door closer size range 1 to 6) 

Arm system: scissor arm 

Installation: Frame fixing, push side according to manufacturer specifications 

Size: 6 - 7 

Classification: 3   5   6-7  1   1  0 

Manufacturing plant: DO 14.1 

Remarks: with mounting plate. The carry bars „GEZE CB Flex“ or „Dictator MK90“ 
are always needed, if the mechanical closing sequence of both door leafs  
is not achieved. 

Type: Door Coordinator IS for the swing door system GEZE Powerturn F and 
the door closer GEZE TS 5000 L. 

Description:  Door Coordinator IS for double-leaf-doors in combination with swing 
door systems. 

Door closing device active leaf: Swing door system "GEZE Powerturn F-IS" or 

 Swing door system "GEZE Powerturn F/R-IS" 

Door closer device inactive leaf: door closer "GEZE TS 5000 L" (with door closer size range 2 to 6) 

Arm system: slide channel arm (assembly) 

Installation: Frame fixing, pull side according to manufacturer specifications 

Size: 4 - 6 

Classification: 3   5   4-6  1   1  0 

Manufacturing plant: DO 14.1 

Remarks: with mounting plate. The carry bars „GEZE CB Flex“ or „Dictator MK90“ 
are always needed, if the mechanical closing sequence of both door leafs  
is not  achieved.  
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Intended use: 
For single and double leaf fire- and/or smoke protection swingdoors 

 

 
 
      

Essential property 
Sections with requirements in 
EN 1158:1997/A1:2002/AC:2006 

Performance of the product 

Self-closing 5.1.2 Completeness of products 
5.1.3 Correct closing sequence 
 
5.2.1 General 
5.2.2 Overload behaviour in the closing direction 
5.2.3 Manipulation 
5.2.4 Resistance of the waiting position 
5.2.6 Damage 
5.2.8   Suitability for fire / smoke protection doors 

passed 
passed 
 
passed 
passed 
passed 
passed 
passed 
Class 1: passed 

Durability of  
Self-closing 

5.2.5  Durability 
5.2.7 Corrosion resistance 
5.2.7.1  
5.2.7.2  
5.2.7.3 

Class 5 (50.000 cycles): Passed 
 

Class 0: not required 
Class 0: not required 
Class 0: not required 

Dangerous substances Annex ZA.3 
 

The manufacturer has not declared any 
dangerous substances. 




